










DO NOT use steel wool or cleansing agents containing alcohol, acid, abrasives or the like. 
Use of any prohibited cleaning or maintenance products or substances could damage the
surface of the dispenser. For surface cleaning of Soap Dispenser use ONLY soap and water then
wipe dry with a clean soft cloth. Protect Soap Dispenser from splattering of harsh cleaners
when cleaning surroundings

MAINTENANCE

POWER SUPPLY OPTIONS

MAINS ADPATOR PRODUCT CODE 26001

�’ Input voltage: 100   240V AC +/- 10%, 50 - 60 Hz
�’ Output voltage: 12V DC 1.0A 12.0W
�’ Standyby Power Consumption 0.1W
�’ OUTPUT RIPPLE @At 20MHz�|and output parallel a 47uF/50V electrolytic capacitors and a 0.1uF/50V ceramic capacitors 300mVp-p
�’ Certifications: IEC/EN62368
�’ 1m Cable

HARDWIRE POWER SUPPLY PRODUCT CODE 26004

�’ Input voltage: 100   240V AC +/- 10%, 50 - 60 Hz
�’ Output voltage: 12V DC 1.0A 12.0W
�’ @At 20MHz�|and output parallel
�’ 1m Cable to m Cable (to Mains)

BLUETOOTH ADAPTOR PRODUCT CODE 26040

The of the app required for using the system must be installed on the control unit in advance. The App is available for free in the
iTunes Store (requires an Apple account) and the Google Play store (requires a Google account).

For operation under adverse environments, in buildings / rooms with reinforced concrete walls, steel and iron frame, or near obstructions
(eg furniture) made from metal, the Bluetooth reception can be disturbed and interrupted.

Bluetooth   version 4.0

Bluetooth
Power consumption: Less than 25mA
Output: Bluetooth  - Class 2
Bluetooth  - version: 4.0
Bluetooth  - Transmission distance: about 10m (depending on the environments)
Automatic safety shut-off: (10/20/60 seconds -  adjustable) 20 s
Run-on time (0 - 10 s adjustable): 1s
Detection Range - Levels 1 to 10 (10 = 120mm approx) 10
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