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Certificate Issued to: 

Dolphin Solutions Limited 

Southpoint 

Compass Park 

East Sussex 

TN32 5BS 

United Kingdom 

 
 
 

Certificate number: 2510740 (1) 
 

Issued 

Expires 

16/10/2025 

16/10/2030 

 

 

Kiwa Regulation 4 (KUKreg4) Certification 
 

Evaluation Guideline – Kiwa UK – EG004 – Regulation 4(1)(a) 

Model number(s) – see Appendix 

 

Dolphin Solutions Limited. 

 
Kiwa Watertec declares that legitimate confidence exists in the products specified in this certificate and 

supplied by the above organisation be relied upon to comply with the Kiwa Evaluation Guideline 

referred above. 

 

Which verifies the requirements of: 

 

Regulation 4(1)a of the Water Supply (Water Fittings) Regulations 1999 England & Wales: 2009 

Northern Ireland and 2014 Byelaws Scotland. 

 

 

This certificate has been issued in accordance with the Kiwa regulations for product certification. 

 

Signed on behalf of Kiwa Watertec 

 

 

 

 

David Jay, Business Unit Manager – Authorised Signatory 

Kiwa Watertec 

 

 

 

 

Publication of this certificate is allowed. 

Products are intended to be used in the UK only. For other countries, other (National) requirements will apply. 

See https://www.kiwa.com/gb/en/about-kiwa/water-products/ or the QR code below to ensure that the certificate is 

still valid. 

  

http://www.kiwa.co.uk/
https://www.kiwa.com/gb/en/about-kiwa/water-products/


 

Product Certificate   
 

Appendix to Certificate number: 2510740 
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The following products belong to this certificate 

 

 

Extra Notes 

 

PRODUCT DESCRIPTION 

Range of counter mounted stainless steel infra-red electronic SMART taps.   

ATS3 – Without Production Surveillance. 

MODEL(S) 

DS211  DOLPHIN INFORM SLIMLINE 90° BENT SPOUT     BASIN TAP  

  

DS213 DOLPHIN INFORM SLIMLINE 55° BENT SPOUT BASIN TAP  

  

DS241  DOLPHIN INFORM 90 DEGREE SWAN NECK TAP  

  

DS243 DOLPHIN INFORM 55 DEGREE SWAN NECK TAP  

  

Product code example: DSaaa.bbb.ccc.d.ee   

Where:  

Where ‘aaa’ denotes the style type, the following options are available:  

DS211 – up and over 90° spout  

DS213 – up and over 55° spout  

DS241 – swan neck 90o spout  

DS243 – swan neck 55o spout  

Where ‘bbb’ denotes the horizontal projection (diameter) of the spout in mm. The range for DS211 & DS213 is 125mm – 

225mm in 25mm increments, and the range for DS241 & 243 is 150mm - 200mm in 25mm increments.  

Where ‘ccc’ denotes the vertical height of the spout in mm. The range for DS211 & DS213 is 125mm – 225mm in 25mm 

increments and the range for DS241 & DS243 is 150mm – 400mm in 25mm increments.  

  

Where ‘d’ denotes the surface finish (which is a non-water contact part). It will always be 1 digit and either a letter or numbers. 

As examples: 1 = brushed satin stainless steel, 3 = PVD coated brushed satin stainless steel.  

  

Where ‘eee’ denotes the surface colour (which is a non-water contact part) where applicable. It will always be 2 or 3 digits, 

which can be any combination of numbers and/or letters. As examples: 01 = RAL9005 Black, 51 = PVD Gold finish  

  

Models may include an additional .R suffix which denotes that the tap is supplied without the rosette, or an additional ‘fff’ suffix 

to denote a non-standard size Rosette (which is a non-water contact part) It will always be 2-3 digits, which can be any 

combination of numbers and/or letters. 

SIZE: 

½” BSP (M). 

SCOPE: 

Manufacturer recommended maximum working pressure 6 Bar & maximum operating temperature 65°C  

Hygienic Purposes: Non-metallic materials suitable for continuous use up to 65°C 

MARKING 

Company logo on spout. 

MATERIALS 

Non-metallic materials assessed (BS6920) to point of discharge. 

BACKFLOW PROTECTION NOTES 

If this tap or combination tap is installed so that its base is no lower than the spillover level of the receiving vessel a Type AUK3 

air gap is achieved. 

ADDITIONAL NOTES 

All water contact & exposed components satisfy opacity requirements. 


